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SYSTEM SUMMARY

MODULE LONGI 435W HBD

STRING QTY. 196

MODULES / STR 27

MODULE QTY. 5,292

TOTAL DC SIZE 2,302,020 W

TOTAL AC SIZE 2,125,000 W

ARRAY AZIMUTH 180°

TILT 25°

RACKING TS 12 X 2

COORDINATES 41°17'41.66"N

73°51'27.31"W
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PRELIMINARY 06/19/20 XW -
A

75' 37.5' 0' 75' 225'

SCALE: 1" = 75'

NOTES:

1. THE PURPOSE OF THIS LAYOUT IS TO DETERMINE THE DC CAPACITY BASED ON RECEIVED INFORMATION. THE

SITE PLAN NEEDS TO BE RE-EVALUATED ONCE ADDITIONAL INFORMATION IS PROVIDED.

2. ALL TREE HEIGHTS ON THE DRAWING ARE ESTIMATES (80 FT) BASED ON GOOGLE EARTH INFO AND NEED TO BE

FIELD VERIFIED.

3. TYPICAL ACCESS ROAD - 15' WIDE WITH HS-20 LOADING - TO BE BUILT USING DGA MATERIAL. ACCESS ROAD TO

BE GRADED TO A SLOPE RANGE BETWEEN 10% ~ 14%.

4. INTERCONNECTION LOCATION AND DETAILS ARE TENTATIVE AND SHALL BE FINALIZED AS PER UTILITY'S

APPROVAL.

5. THE MAJORITY OF THE RACK TO BE BUILT ON SLOPE < 20%. RACK TO BE BUILD WITHIN MAX. 30% SLOPE IN

SOME MINOR AREAS.

WETLAND (TYP.)

100' WETLAND BUFFER (TYP.)

200'

200'

100'

200'

PROPERTY BOUNDARY

PROPERTY BOUNDARY SETBACK:

200' SETBACK FROM WEST, EAST AND SOUTH,

100, SETBACK FROM NORTH.

8' HIGH PERIMETER FENCE

EQUIPMENT PAD

NEW ACCESS ROAD, SEE NOTE 3

MV AC CABLE ROUTE

P.O.I

SITE ENTRANCE
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PROPOSED TREE CLEARING LIMIT

SHADING AREA,

BASED ON 80' TREE, 10AM-2PM YEAR-LONG SHADING ANALYSIS

EXISTING UNDERGROUND GAS PIPELINE

100'

50' GAS LINE SETBACK

14'-8" INTER ROW SPACING (TYP.)

27'-2" PITCH (TYP.)

119'-3"

300'-11"

386'-6"

329'-6"
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